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SUMMARY

.

The autorotative performance of an assumed helicopter was studied
to determine the effect of inoperative jet units located at the rotor-
blade tip on the helicopter rate of descent. For a representative ram-
jet design, the effect of the jet drag is to increase the ndn5nmmrateof
descent of the helicopter from about 1,500 feet per mi-nuteto 3;700 feet
per minute when the rotor is operating at a tip speed of approximately
600feet” per second. The effect is less if the rotor operates at Ioyer
tip speeds, but the rotor kinetic energy and the stall margin available
for the landing maneuver are then reduced. Power-off rates of descent
of pulse-jet helicopters would be expected to be less than those of ram-
jet helicopters because pulse jets of ourrent design appear to have
greater ratios of net power-on thrust to power-off drag than currently”
designed ram jets.

In order to obtain greater accuracy in studies of autorotative per-
formance, calculations involving high power-off rates of descent should
include the weight-supporting effect of the fuselage parasite-drag force
and the fact that the rotor thrust does not equal the weight of the
helicopter.

.

INTRODUCTION

The autorotative operation of a helicopter foll~g sudden power
failure in flight is recognized as an important design condition. In
general, the autorotative rates of descent of conventionally powered

“ helicopters with normal disk loadings
( )
ranging from 2 to ~ lb/sq ft

have proved to be satisfactory to the pilot from the standpoint of safety
and controllability. The autorotative rates of descent of helicopters
.poweredwith rotor-blade-tip jet units, on the other hand, present a
problemto the designers of such aircraft because of the relatively high
drag of the jet units when they are fioperative. In this condition, the
high ‘Icold!l(that is, power-off) drag of the units, acting at high tip
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“ velocities, absorbs a relatively large amount of profile-drag power which
must be supplied by gravity (or by a high rate of vertical descent for a
helicopter of fixed weight).

In order to obtain more quantitative information concerning the
effects of the cold drag of the tip jet, the autorotative performance
of an assumed helicopter was calculated for several values of jet-unit
cold drag coefficients and the res~ts are presented herein.

!

SYMBOLS

.
a

‘3
b

c

c%)

cd. “
J

slope of curve of section lift coefficient against
section angle of attack (radian measure), assumed
equal to 5.73 herein

projected frontal area of jet units, square feet

number of blades per rotor

blade section chord, feet

blade section profile-drag coefficient

drag coefficient of jet units based on frontal area

drag coefficient of jet units based on frontal area
expressing difference between drag of jet units
and that portion of blade between Rb and R

rotor

rotor

as

rotor

rotor

thrust coefficient

()

T

ldlzp(m)z

mean lift coefficient, calculated
2 CT

2:
~+P
3

accelerating torque coefficient

(P(:FnJ

decelerating torque coefficient

()

Qd
.

p($2R)211R3
\
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Qd

Qj

R

‘j

T

v
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Vh
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inoperative-jet-dragtorque coefficient

L&J

parasite drag

rotor profile

rotor induced

parasite drag
lifting rotors divided by rotor thrust

of helicopter, pounds

drag-thrust ratio .

drag-thrust ratio

of helicopter components other than

drag-thrust ratio of helicopter in autorotative
glide

equivalent-flat-platearea representing helicopter
parasite drag, based on unit drag coefficient,

()

square feet ~
1 V25P

angle between rotor thrust vector and a vertical
line, degrees

rotor accelerating torque, pound-feet

rotor decelerating torque, pound-feet

torque required to overcome drag of inoperative
jet uqits, pound-feet

blade radius measured to outboard end of jet unit,
feet

blade radius measured to center line of jet unit,
feet

blade radius measured to inboard end of jet unit,
feet

rotor thrust,

true airspeed
per second

pounds

of helicopter along flight path, feet

horizontal component of true atispeed of helicopter,
feet per second
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of true airspeed of helicopter,Vv vertical component
feet per second

.

v induced Wlow velocity at rotor (always positive),
feet per second

w gross weight of helicopter, pounds

a rotor angle of attack; angle between tis of no
feathering and plane perpendicular to flight
pdth, positive when axis is pointing rearward,
radians

% blade-element angle of ‘attack,measured from line ‘.
ofzero-lift, radians (e +-9)

a(uT=0.4)(27.00) blade-element angle of attack at
tan ential velocity equals 0.4

5270 azimuth position, degrees

Y glide-path angle, degrees

radius at which
tip speed and at

6 mean section profile+irag coefficient for portion
of blade between Rb and R

e blad~section pitch angle; angle between line of
zero lMt of blade section and plane perpendicular
to axis of no feathering, radians

inflow ratio
(

)
Vsina-v

(%=) ~tip-speed ratioP

mass density of

rotor solidity

inflow angle at
to blade-span

ro”torangular velocity, radians per second

air, slugs per cubic foot

(bc/nR)

blade element in plane perpendicular
axis, radians
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ASSUMED HELICOH12R STUDIED

5

The helicopter studied was a small, one-placej single-rotor craft.
The rotor had two untwisted blades and was powered bya ram jet located
at the tip of each blade. Its characteristics are as follows:

Weightj Wj pounds.-. . . . . . . . . . . . . . . . . . . . . . . 600
Blade radius measured to outboard end of jet unit, R, feet . . . ~ 9
Blade radius measured to center line of jet unit, Rj, feet . . . 8.69
Blade radius measured to inboard end of jet unit, %, feet . . . 8.38

. . o.o~
:&:O??::: :::: :::::’:::::::::: :“.: o.o~
Mass density of air, p, slug~per cubic foot . . . . . . . . . 0.002378
Jet-unit outside diameter, inches . . . . . . . . . . . . . . . . 7.5

Disk loading (when hovering), pounds per square foot . . . . . . 2.36

The variation of profile-drag coefficient with angle of attack of
the blade of the assumed helicopter is

Cdo= 0.0087- 0.0216~ + 0.400a#

and is representative of well-built blades with smooth and essentially
nondeformable surfaces (see reference 1).

The size of the ram-jet unit of the assumed helicopter was decided
on the basis that the unit be required to produce sufficient thrust to
enable the helicopter to hover at sea-level conditions above ground
effect at a cruising tip speed of 600 feet per second and with a small
reserve-thrust margin. A value of the ratio of net power-on thrust to
cold drag of unity was assumed for the sample jet as being representative
of current subsonic ram-jet engines. This ratio, together with an
assumed 0.20 cold drag coefficient (based on the maximum frontal area
of the jet unit) yielded a net power-on thrust coefficient which,
together with the calculated net jet thrust, leads to the size and drag
of the units. In view of this procedure, the drag of the jet units of
the assumed helicopter is believed to be representative of the minhum
value for satisfactory performance with current ram-jet design practice.
Current pulse-jet engines, on the other hand, appear to have higher
ratios of net power-on thrust to cold drag than ram-jet engines and
could therefore be expected to have less power losses in the cold condi-
tion than the assumed helicopter.

For the same jet diameter,.calculations were made for two different
values of the drag coefficient of the inoperative tip units, namely 0.10

. ..- . —.. — ——.-——.— .. . .. -—.-— ——— ——— — - .—— - —.—... ..—.. — —
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.

smd 0.20. The use of the 0.10 drag coefficient was equivalent to assuming
a ratio of net thrust to cold drag of two, instead’of unity, and would
thus represent an improvement of the power-off performance of current jet
units. In order to compare the results of these calculations with the
power-off performance of conventionally powered rotors, results were also
obtained for zero jet drag coefficient.

METHOD OF ANALYSIS

Although an estimate of the magnitude of the effect of the jet drag
on the autorotative performance of the assumed helicopter my be obtained
by correcting the helicopter rate of descentforthe power loss contri~
uted by the jet units, this methd becomes i&c@rate when the jet-drag
contribution is of the same order of magnitude as the rate of descent of , .
the conventionalrotor. k this case, the additional descent speed
markedly affects the rotor induced and prdile-drag losses, as well as
the parasite drag of the fuselage itself. A more refined approach, such
as given in references 1 and 2, is required. Additional factors which
these references ignore, but which should be consideredwhen high angles
of descent are involved, are the vertical component of the fuselage
parasite-@ag force, which acts to help support the weight of the heli-
copter, and the fact that the thrust cannot be considered equal to the
weight of the helicopter even M the vertical component of the fuselage
drag force is ignored. All these factors were taken into account by the
analysis used herein to calculate the effect of the jet units on the
autorotative performance of the assumed helicopter.

In calculattig the solidity, and thus the thrust, of the assumed
rotor with tip jet units, the blades were assumed to extend to the out-
board end of the jet units. This assumption, which is equivalent to
assuming that the lift of the jet units is equal to the lift of the
blade area replaced, is adequate for the purposes of the present investi-
gation and would seem to be more co~ect than ignoring the lift of the
jet units altogether.

An outline of the method of analysis as applied to the problem of
the autorotation of a jet helicopter is given in the appendix. The
vertical power-off descent points were calculated according to the
method outlined in reference 3.

Although an experimental check of the rotor theory covering the
high values of pitch and inflow combinations involved in the present
paper has not been made, the v2iLidi~ of the theory for more moderate
values of pitch and inflow ccunbinationshas been verfiied. In parti-
cular, a check of the theory has been obtained in autorotation at rates
of descent that are reached by present-day conventional helicopters.

b

J

#
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The investigations, reported in references 4 and ~, involved a comparison
of the autorotative performance of two sets of blades having different
amounts of profile drag. The results of-the tests indicated that the
measured differences in performance were of the same order as that pre-
dicted by theory.

RESULTS AND DISCUSSION

Effect of jet drag coefficient.- The autorotative performance of the

assumed helicopter for the various configurations fivestigated is given
in figure 1 in terms of rate of descent plotted against horizontal com-
ponent of airspeed. Values of thrust, rotor speed, and blade pitch angle
corresponding to the various calculated flight speeds are listed in
“table I.

Figure l(a) gives the performance of the helicopter operating at a
CT

constant value of ~ = 0.0SS, which corresponds to operation at a rotor

tip speed of 600 feet per second when the rotor thrust is equal to the
-, \

weight of the helicopter (6OO lb for the present case). For the hovering
or vertical-flight case, this value of CT/u is equivalent to a value

of rOtOr me= l~t coefficient CL = 0.33. (The mean lift coefficient may●

\ CT
be computed for any forward speed by means of the relation EL = —— 2

)
L+M2U”
3

The figure shows that the addition of the cold ram jets to the basic

(
helicopter rOtOr that h, Cdj

)
= O increases the minimum rate of descent

from about 1,S00 feet per minute to 2,600 feet.per minute for Cdj = 0.10

or to 3,700 feet per minute for cdj = 0.20. The vertical rate.of descent

is increased from 2,270 feet per minute to 2,78o feet per minute or
3,7L0 feet per minute, depending on the drag of the jet units. Thus,
the minimum rates of descent in power-off flight of helicopters with tip-
located jet units are apt to be very much greater than those with conven-
tionally powered rotors. It should be realized, however, that the detri-
mental effect of the jet units would be alleviated in part by the increased
rotor kinetic energy available to the pilot during landing that is contrib-
uted by the mass of the jet units. L@, however, by means of sufficiently
heavy tip units, enough energy should be supplied to check the extreme
rates of descent brought about by the jet drag, there would still be left
open the problem of exploration of new landing approach techniques wherein

. the pilot must approach the ground at unusually high vertical velocities.

●
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.
For the operatfig condition of figure l(a), the autorotating heli-

copter is noted to have a definite limit to the horizontal speed at which
it can travel. This limitation arises from the fact that the horizontal
component of the resultant thrust vector, which is available to overcome
the horizontal component of the parasite drag, reached a mu5nmm vaiue.
A maximum is reached because the magnitude of the thrust vector decreases
at a faster rate than is compensated for by the increase in tilt of the
vector with increasing flight speeds. The magnitude of the thrust
decreases with increasing speed because the vertical component of the
parasite drag offsets an increasing part of the helicopter weight; thus
a smaller thrust is required to support the helicopter.

Operation at high lift coefficients.-.It canbe inferred that

operation at lower tip speeds will result in a lower rotor drag and in
a substantial reduction in the rate of descent of the helicopter over
the speed range. Lower tip speeds represent operation at higher mean
lift coefficients. The curves of figure l(b), which represent operation

(CTat an approximate mean lift coefficient 17Lof 0.7’4 ~ = 0.124, or a

)
tip speed of 400 fps for 600 lb of rotor thrust , show this reduction

when compared with the curves for EL = 0.33 offigue l(a). Figure l(b) P

shows that, at the higher mean lfit coefficient, the minimum rate of
descent varies from 1,100 feet per minute for cdj = O to 1,450 feet per

-Ute fOr Cd. = 0.10 ad to 1,850 feet per minute for Cdj = 0.20.
z

Operation at v&yhigh.mean lift coefficients,which result in more
normal rates of descent, is unfortunately not feasible in the usual
landing maneuver whereti a flare-out is employed because of the danger .
of excessive rotor-blade stalling and the resulting loss of rotor speed
and thrust. (If no flare-out maneuver is possible with either the total’
or cyclic-pitch controls, h-pwever,as might be the case during a power-
off descent under absolutely “blind weather” conditions, it would be
best to operate at a mean lift coefficient as close to the stall as
possible so that the helicopter would hit the ground at the lowest
possible contact velocity.)

The degree to which stall is present during operation at the two
values of CL previously discussed may be inferred from figure 2, which
gives as a function of v the limiting values of CT/O for inboard
stall limits corresponding to airfoil.-sect”ionstall angles of attack
of 12° and 16° as calculated fran reference 2. (These stall.limits are
discussed in detail in reference 1.) The figure shows that the assumed
helicopter rotor will be partially stalled over a large part of the .
speed range in steady autorotative flight if it operates at the larger
~ the ti-ovalues of CT/a. (’Thehorizontal velocities corresponding
to the p values are indicated in the figure for the two CT/~ values
under discussion.) Although the limiting amount of inboard stall from
the standpoint of the loss of rotor speed and thrust has not been
definitely established as yet, the figure indicates that little puQ-up

.

m

.
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,

margin is available at the higher lfit coefficients to decelerate the
helicopter during a landing maneuver. O-perationat the lift coefficient
represented by the curves of figure l(b) may therefore be considered as
an approximate upper limit which cannot be safely exceeded. It follows
that,the increased rates of descent corresponding to this mean lift
coefficient are the ~um that could be expected by the addition of
the jet units to the rotor considered in this paper.

Inasmuch as approximate calculations indicate that the rotor thrust
might be as much as doubled during a pull-up maneuver from these high
rates of descent in order to achieve satisfactory deceleration of the
helicopter in a reasonable amount of time, a rotor may be seriously
stalled during the pm-up if it is operating close to the stall during
steady flight. Thus, the potential benefit of the high rotor kinetic
energy available from the tip units would not be sufficient to prevent
the helicopter from making a hard landing. Such energy does useful work
only when it permits rotor operation at higher than normal values of
thrust without a serious loss in rotor speed during the time required to
decelerate the helicopter. If appreciable stall is present, the avail-
able rotor kinetic energy is dissipated in otiercomingthe considerably
increased blade profile drag. Compared with the case of no stall, there-
fore, the reduction in rotor speed to the minimum value that could be
tolerated would be more rapid; thus the available decelerating time would
decrease and the final landing velocity would increase. In addition,
stall would prevent the thrust from increasing as rapidly with pitch as
it would normally.

An inspection of the blade-pitch values given in table I reveals
that if rates of descent corresponding to those shown in figure l(a) are
tolerated, then the collective pitch range of the jet-driven helicopter
must be increased over that for conventional helicopters in order to
allow operation at high negative pitch angles.

Operation at constant tip speed.- It can also be seen from table I

that, as the resultant airspeed is increased, the rotor thrust required
to support the fixed weight of the helicopter decreases because of the
greater contribution of the vertical component of the parasite drag.
Inasmuch as operation at fixed thrust coefficient was assumed, the
decrease in thrust at the higher speeds results in a decrease in rotor
speed. This decrease in rotor speed results in lower jet and blade
profile-drag losses, and, consequently, in lower rates of descent than
would be obtained by operating at constant tip speed. This effect can
be seen in figure 3 which gives the performance of the helicopter with
Cdj = 0.20 during operation at a constan

b
tip speed of 400”feet per
Tsecond, as compared with the curves for — = 0.124 of figure l(b). T&ie
o

curves of figure 3 show that operation at constant tip speed results in
somewhat higher rates of descent than operation at constant mean ltit

. . . . A —- - . —.. -..—.—. _ . .. _______ . .. _-— —.— — -— .-— --
—-.— —.—
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coefficient. “It should be realized, however,”thatthe differences shown
by the curves wouldbe negligi~le M, instead of ksing both curves on a
common tip speed and mean lHt coefficient in hovering flight, th6’constpnt-

b

tip-speed curve were computed for a tip speed equal to a value ~eached ’by
operation at constant CT~a somewheie in tie ticfity of 30 ~~es per how.

.(The difference would be more

ccmp&ed with’the cue~.for

however, the pilot wo~d tend
operating at constant, rather
the rates of descent obtained

marked’ti the case of operation at 600 fps as
CT
—,
a =“O’.&]T~ ~ig. l(a).)’ In actual ‘fHght-,’-

.,
to fcillow.normal>piloting procedure of -
than variable,.rotor speed. Inasmuch as
by the..twomethods of operation.are not

significantly @ferentj emphasis is”placed M this paper on operation
at constant mean”ltit coefficient because ‘itis easier to calculate’and
because the operating margin before the occurrence of stall in a pull-up,
for example, is made more apparent. Such calculations also show the very
sigr&E’icanteffects of high-drag jet pt~ on the auto?otative rate of
descent even when the rotor is operating at optimum conditions of pitch
and rotor speed.

Contributions of individual sources of power loss to total rate of

descent.- In order to aid in estimating the relative tiportance of the

various dxag-producing elements to the total rate of descent, the contri-
butions of each of the individual sources of power loss to the total rate
of descent are shown in figures h(a) and h(b) for the 0.20 jet-drag-
coefficient case and for the rotor mean lift coefficients corresponding
to fi-~es l(a) and l(b). In general, the @duced and blade profile-
drag losses are noted to contribute butlittIe to the total rate’of
descent. For the condition of EL = 0.33, the rateS of descent at the

low airspeeds are high and therefore result in low induced losses so
that little additional benefit is realized by traveling at higher air-
speeds. Thus, the total-rate-of-descent curve does not show a marked
minimum in the 30- or 40-mile-per-hour region as is customary for conven-
tional helicopters. A minimum is present, however, for the condition
of CL = 0.74, inasmuch as the rates of descent in the low-speed range
are lower; thus a signMicant reduction h“ induced power is obtained by
operation at higher speeds.

The reduction in jet-drag contribution shown in figure k(a) arises
from the fact that, for operation at a constant mean ltit coefficient,
the rotor speed drops considerablyas the forward speed is increased with
a consequent reducti~n in jet profile drag. This effect is smiller for
the case of higher CL shown in figure h(b) (inasmuch as the drop in
rotor speed with forward s eed is less because of the smaller vertical

7component of parasite drag and zero in the case of operation at con-
stant tip speed.

.

.
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General remarks.- It is apparent from the preceding discussion that

the general effect of inoperative tip jet units will be to cause a marked
and perhaps dangerous increase in helicopter power-off rates of descent
pnless proper measures are taken to increase the ratio of-net power-on
thst to cold drag by

(1) Increasing the net thrust coefficient. For the ram jet, this
increase can be obtained through an increase in the temperature ratio
and a reduction in the internal losses of the jet. Such an increase
would allow the same thrust to be developed by a unit of smaller diameter.
(Higher thrust coefficients are achieved by pulse jets as compared with
ram jets, primarily as a result of thefi ability to produce maximum thrust
at relatively lower speeds. This fact, together with roughly equivalent
cold drag coefficients, would tend to give the pulse-jet-powered heli-
copter power-off performance superior to that of the ram-jet helicopter.)

(2) Reducing the cold drag coefficient of the units by refinements
in internal and external design. (A reduction in the cold drag coeffi-
cient would be obtained primarily by a decrease in drag of the burners.
Although a reduction in the external drag of the units, by carefully
designing the jet housing or by incorporating the units into the rotor
blades, would be just as beneficial, the possibilities for tiprovement
seem much more limited.) The cold drag of the jet units could also be
decreased by designing the rotor with a-larger solidity than would
normally be used for power-on operation. Although such a measure would
result in reduced power-on efficiency (for a fixed tip speed), it would
allow the rotor to operate at lower tip speeds in the power-off condition
and still have an adequate stall margin.

Such measures as jettisoning the tip units as soon as power failure
occurs are open to question because of the possibility of dangerous
vibration if the units were not released simultaneously, of the danger to
people on the ground, and of the danger of excessive control sensitivity
resulting from the marked reduction in rotor damping.

Inasmuch as the cold drag of the jet units can only be reduced and
not eliminated, the question arises as to what is the maximum autorotative
rate of descent that is acceptable to the pilot in steady gliding flight.
The solution involves primarily the ease and safety with which the pilot
can arrest the helicopter from its high velocity of descent and land it.
Thus, the available kinetic energy in the rotor, the margin of mean rotor
ltit coefficient between the value at which the rotor is effectively
stalled and the trti value, and the design of the landing gear all con-
tribute to the pilot~s opinion. It would therefore appear logical for
the pilot to determine for each,design the maximum speed acceptable to
him by gradually increasing the rate of descent up to that for the com-
pletely power-off condition by means of partial-power descents. ‘

—.. — . ___ ..—-————---- -- —-- — . . ..-. .— .—. — — —.--—--- - —— —-
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In addition, further studies should be made regar~g the compromise
between operation at low lift coefficients, which result”in high rates of

“ descent but more available rotor ldnetic energ, and high lift coefficients, h

which result in lower rates of descent and lower availa%le rotor kinetic
energy. Such studies would involve calculating the autorotative rates of
descent corresponding to operation at various mean lift coefficients, the ‘
final pull-up velocity corresponding to each of the dtiferent descent
velocities, and, finally, the optimum pilot p~-up technique which would
result in the lowest final pull-up velocity corresponding to a given
amount of rotor kinetic energy.

CONCLUSIONS

On the basis of a study of the autorotative performance of an
assumed helicopter powered by rotor-tip jet units, the following conclu-
sions may be made:

1. For a ratio of net power-on thrust to power-off drag of unity
(which is representative of current ram jets), the jet unit increases the
minimum rate of descent of the helicopter from about 1,S00 feet per minute
to 3,700 feet per minute when the rotor is operating at a tip speed of
approdmately 600 feet per second. The effect is less if the rotor ope~-
ates at lower tip speeds, but the rotor kinetic energy and the stall mar-
gin available for the landing maneuver are then reduced.

2. Power-off rates of descent of pulse-jet helicopters would be
expected to be less than those of ram-jet helicopters because pulse jets
of current design appear to have greater ratios of net power-on thrust
to power-off drag than currently designed ram jets.

3. Because the power-off drag of tip jet units could cause a marked
and perhaps dangerous increase in the minimum rate of descent of the
helicopter, steps should be taken to reduce the power-off drag of the
units and to determine the ~um autorotative rate of descent that is
acceptable to the pilot in steady gliding flight.

4.In maldng the analysis, it was found that in order to obtain
greater accuracy in studies of autorotative performance, calculations
involving high power-off rates of descent should include the weight-
supporting effect of the.fuselage.parasite-dragforce and the fact that
the rotor thrust does not equal the helicopter weight.

sLangley Aeronautical Laboratog
National Advisog Committee for Aeronautics

Langley Air Force Base, Vs., my 16, 1950

.

.
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APPENDIX
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.

.

OUTI#NE OF MRIHOD FOR CALCULATING THE AUTOROTATIVE PERFORMANCE

OF HELICOPTERS POWERED BY ROTOR-TIF’JET UNITS

The calculations required to compute the autorotative glide angle
and velocity corresponding to the given design characteristics and to a
given tip-speed ratio of a helicopter powered by tip jet units in for-
ward flight-are outlined in the follo&ng steps-
were obtained directly or were derived from the
given in references 1 to 3):

(1) Compute X in terms of e from

2= 03,1)’+ @3,2)e

(2) Compute 2C@ and 2CQ@ as follows:

(th& &dividual equations
equations and methods

2c~

[(,
-— = 0.0087(t~,l)- 0*0216t5,2)~ + @,3)q +

CJ

(1)

(2)

(3)

Values for the t constants in equations (l), (2),”and (3) are listed
in reference 1 for different values of p.

(3) fiasmuch as tie rotor profile-drag losses were calculated on the
basis that .theblades etiend to the tip of the jet units, determine the
torque contribution of the jet units with the use of a drag coefficiefi
which represents the difference in drag between the jet units and that
part of the blade tip that is replaced by the units. Calculate the jet
drag coefficient expressing this drag difference Acdj from the following
relation:

—. —c -- ----- . . --- -. . . — . .—. — —------ .— -—— -— -—---- + --
.—-..—. — — ——-- ——
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(Inthese
resulting
following

and

(4)[
1“ o?.+)+ ( )1Rb3 b

#
:R-—

ACdj
“R2

= Cd - 5A
j ‘j

(),

32+1 .2

R
;P

~c~ations 6 was assumed equal to 0.0087.) The torque
from the drag of the jet units may thenbe calculated from the “
expression for the torque coefficient:

(5)

(4) substitute the resflts of step (1) fito equations (2) and (3),
substitute the resulting equations into the following relation:

Equation

(5)

(6)

(7)

(8)

—

b

(6) ‘
.

(6) is now a quadratic equation in terms of e.

Solve for e from equation (6).

With the known value of 0, solve for A from equation (l).

Solve for a frcm

CT
tana=~+

2@ +p2)l/2

Solve for
()

D
To

froq

ILxL_o=0.008@6,1) -
cos a o 0

(7)

0.0216 [(t6, 2)~ + (t6,3)e] +

+ <t6,6~ke + ~t6,8~e2] (8)

.

.

.

. —
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()
(9) Solve for ~ from

j

()
–cosa[(~)’+#w2~] “ (9)

‘. Acdj
g .5

G nit?NT‘j . .4

()(10) Solve for ~ , from
i“

()~u
CT”C.S .

Ti ,@ +@/2

()
~,

(U.) Solve for ~ =~

P fi2 2CT COS2 a “

()(12 ) Solve for ~ from the general performance equation as
\~ /g

follows:

(13 ) An expression for

values of
(i)g ‘d (?)P

the glide angle y in terms

may be derived as follows:

(lo)

(n)

(12)

of the known

With reference to figure ~, a summation of horizontal and vertical
forces leads to the following relations:

Tsini=~cosy (13)

W= Tcosi+~siny (u)

#

------ .-. -. —— -- ----—--- --—----- ,--—-——--—. - -—— .,..— ...-- —---- ——. ——————
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If Dg

at the
glide,

or

.— .—

NACATN 21S4

represents the drag force that absorbs the same amount of power

gliding speed V as supplied by the force of gravity durfig the
then

.

DgV=WVsiny o (M)

.
Substitution of equation (~) into equation (16) yields

(16)

(17)

The expression for y is thin-obtainedby solving equations (13) and
(17) Stiultaneously .

(18) .

(14) Solve for T from equation (16)

(15) Solve for OR from

(16) Solve for V from

v= @R

cos a
(20)

●

.

.
,

—. . ....— ..— .— .- .- . . - .
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(17)’ Solve for Vv and Vh from

of power loss may be
desired to find that

jet units at a given

()
by ~

‘s
yields

and

.

17

VT= Vsiny (21)

Vh =Vcosy (22)

The contribution to the rate of descent brought about by any source
found frcm equation (16). If, for example, it is
part of the total rate of descent contributed by the

airspeed, then, replacing
()

Q in equation (16)
‘g ,,

()“D “W
=Tsiny

Tj

TV

.

.

(23)

(24)

——.- .._. ——. .-——.. . . . . . —-..—.— z ———-- — .— ———— —. —.-. —+ -—...
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TABLEI

SUl@lARYOFAUTOROTATIVECHARACTERISTICSOFASSUMEDHELICOPTER

(a)~ = 0.05$

Vh Vv
P ). (d~g) (d;g) (d:g) (m~h) ~mph) ft/miIl & (1%)

I Cdj= 0.20I .-

0 0.c9458 -4.75 90.0 90.0 42.6 0 3,740 g 5h5
.05 .@497 -4.78 68*1 65.1 45.9 17.1 3,750 537
.10 .09617 -4.86 54.0 46.7 55.6 33.1 3,930 ..%9 523
.15 .C9857 -5.03 47.4 35.3 68.5 46.4 4,b35 546 L99
.20 .10248 -5.32 ~7.o 28.5 81.9 55;8 5’,27~ 527 ~65
.25 .1w18 -5.82 50.0 2h.6 94.2 60.5 6,350 503 L22
.30 .12170 -6.77 n.6 22.8 104.7 60.6 7,510 472 372

1

I

90.0
58.2
40.2
3503
37.3
4107
47.8

Cd
j

= 0.10

90.0
55.6
33.6
23.7
16.9
13.4
11.1

;;.;

47:2
63.2
78.4
92.3
103.8

1:.5
36.1
51.6
62.1
68.9
69.7

0.05449
.05446
.05434
.05423
.054C9
.05@7
.05435

-1.20
-1.20
-1.19
-1,19
-1.19
-1.22
-1.26

2,780
2,63o
2,68o
3,200
4,180
5,@o
6,765

582
582
577
%6
Sgo
527
498

566
!%6
556
’536

M
04

0
.05
.10
.15
.’20
.25
,30

I

I

o
● 0.5
.10

00020C4
●o1974
.01.882
.01704
.01@2
.au85
.0078h

1.86
1.87
1.92
2.03
2.15
2.32
‘2.55

90.0
4h.5
24.3
22.8
27.9
34.7
42.7

90.0 2s.8
42.3 27.2
17.9 $ 42.2

9.9 60.b
6.2 77.8
y: 93.2

. 102.9

1;.4
38.5
55.7
68.8

2,270 588 577
1,680 .591 583
1,525 589 579
2,0.$5 5’82 56.5
3,203 567 537
L,6-65 545 497
6,M0 503 422

.15
. .20

,2.5
.30

i

76.7
75.6

i
.

I

I
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TAELEI

. SUMMARYOFAUTOROTATIVECHARACTERISTICSOF ASSUMEDHELICOPTER- OonCIU&d

(b)~ = 0.124

Vh Vv
P 1 (d~g) (dig) (d:g) (m~h) ‘(mph) ft/rein (%s) (;b)

cd = 0.20
j.

0’
. Og
.10
.15
.20
.25
.30

0.04602
.04517
,04303
.03912
.03370
.02635
.01682

4.07
4.13
4.25
4.49
4.80
;.;;
.

90.0
63.5
40.4
30.1
27.1
27.8
30.7

90,0
61.3
35.6
21.5
13.8
8.8
5.2

27;0 2,38o 391 575
27.8 1:.4 2,190 392 578
32.9 2$.1 1,875 392 578
h2.9 37.1 1.89< 391 572
i4.4 48.4 2; 18il 387 $63
65.9 58.3 2,70~ 382 547
‘77.1 6.3 ~ 3,46o 375 528

I
o
●W
.10
.15
:20
● 25
.30

0.02867
. 0277~
.02537
.02069
.01468
. OC%21

-. 00M3

o 0.01363
●W .01261
●10 .W97
.15 .C@@
.20 -,00170
.25 -.ol@l
.30 -.02252

5.61
5.67
5.80
6.07
6.~3
6.92
7.53

90.0
60.9
33.8
24.0
22.1
23.7
27.4

90.0
58.6
29.0
15.L

8.6
403
1.1

25.6
25.8
30,7
43-.7
53.8
65.9
77*5

1;.6
25.6
28.1
49.9
60.4
68.9

Cdj = O

6.94 90.0 90.0 23.8
7.01. 57.7 %.5 23.8 1:.7
7.15 26.9 22.0 29.1 26.0
;.% 18.4 9.7 $.; 38.9

17.7 L*O 51.1
8:35 20.2 ..3 22:9 62.2
9.01 24.6 -2.3 32.S 71.2

393
394
394
393
390
386
379

2,1OQ
1,770
1,160
l,lIlo
1,43.5
2,015
2,860 .

394
395
396
395
393
389
382

578
g

579
571
%8
539

581
$3

$;

567
548

--R i=
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(a)OApprox@te FL = 0.33; ~ = 0.05~.

Figure l.- Effect of tip-jet drag on autorotative p-erfomance of assumed
helicopter.
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,

(b) lqpaximate ~- = 0.74; ~ = 0.124.

Figure 1.- Concluded.
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Figure 2.- Variation of limiting CT)a
SW, with
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ratios, as Mnited by tiboa~
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Figure 3.- Effect on autorotative performance

50

of assumed
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helicopter
operating at constant tip speed as can~red with constant mesa
~ft coefficient; cd = 0.20.
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v“,

6000

5000 /
Total rafe of descent —

/
/ ‘“

4000
~ ~

/ ‘

ff/mm t

3000

Iwo Jet-drag cbnfrlbitlon 4 *

I !
PQrawfe-drcrg con7’rl&u~ion

/

1000 1
~Rotor profde-draq confrlbufioo/

4

Rotormdu~ed-draq cdrlbutlon — ~
n
“o 10 20 30 40 50

Vh)mph “ +70

Crf
(a) Approximate EL =0.33; ~= 0.055.

Figure k.- Contributions of individual rotor snd fuselage losses to total
aUtOrOtitive ~te of descent of assumed helicopter; Cd

LI
= 0.20.
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Figure 5.- Diagram of forces acting on a helicopter in a glide.

o

NACA-I..unSIey - 7-S1-S0 -1000

——-. . . . . . . .. . . . . ..— —— ..— — .. ——. — .--—. .— —--— . .. ___ ----



.

“

.

.

.-

.

.

●

. .

..— - . . —- -— ..— —


